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APPENDIX A 
STATEMENT OF RESPONSIBILITY





 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

APPENDIX B 
MINE SITE LEGAL DESCRIPTION  











 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

APPENDIX C 
RECLAMATION PLAN MAP  



DECOMMISSION (E) DRAINAGE DITCH

& FAILED CULVERT #5 & #6;

REGRADE TO NATURAL SLOPE

REMOVE CONCRETE RUBBLE & INSTALL

WILLOW-PLANTED ROCK ARMOR SPILLWAY

EXCAVATE & ARMOR DITCH TO PROVIDE

CAPACITY & STABILITY FOR 100-YEAR

FLOWS; PLANT WITH NATIVE SEEDLINGS

REMOVE (E) CULVERT #3 & INSTALL WILLOW

PLANTED ROCK ARMORING SPILLWAY

REMOVE (E) CULVERT #1 &

CREATE NATURAL OPEN CHANNEL

REMOVE (E) CULVERT #4 & INSTALL WILLOW

PLANTED ROCK ARMORING SPILLWAY
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TO FREMONT

REMOVE (E) CULVERT #2 & CREATE A SERIES

OF PLUNGE POOLS TO CONNECT UPPER PAD

TO (E) NATURAL CHANNEL REACH

OUTSLOPE ROAD SEGMENT TO PREVENT

RUNOFF CONCENTRATION & GULLYING

(E) BASINS 3 &4 TO REMAIN WITH

MODIFICATION TO OUTFLOWS ONLY

REMOVE (E) CULVERT #11 & INSTALL

ROCK-LINED DITCH ACROSS ROAD

REMOVE (E) CULVERT #7 & INSTALL WILLOW

PLANTED ROCK ARMORING SPILLWAY

(E) TOPSOIL STOCKPILE (1,000 CY) TO BE

USED FOR SOIL AMENDMENT IN UPLAND

PLANTING AREAS

(E) ACCESS ROAD TO BE REVEGETATED

ACCESS ROAD TO UPPER PAD AREA

ACCESS ACROSS

LOWER PAD

SLOPE STABILITY REPAIR AREAS

(SEE GEOTECHNICAL DESIGN PLAN)

ENTRANCE\EXIT

GATE

GATE

GATE

NILES CANYON ROAD

CARETAKER HOUSE (TO REMAIN)

MAINTENANCE SHOP

(TO REMAIN)

ASPHALT IN THIS

AREA (TO REMAIN)

EXISTING HAUL ROAD

(TO REMAIN)

DOWNSTREAM END

OF (P) RESTORATION

STREAM RESTORATION AREA

(SEE DESIGN PLANS)

STREAM RESTORATION AREA

(SEE DESIGN PLANS)
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GENERAL NOTES

1. Owner/Operator:

SRDC, Inc.

1265 Montecito Ave.

Mountain View, CA  94111

(651)961-2742

2. Project Location

Niles Canyon Quarry

CA Mine ID 91-01-00013

5500 Niles Canyon Road

Sunol, CA

3. Original background topographic map prepared by AERO-GEODETIC

CORP, dated October 20, 1984.

4. In March and June 2013, Grantline Survey performed a topographic

survey of the upper pad, lower yard and other areas that had been

modified due to the mining and grading operations, and incorporated

those updates into the 1984 topographic map.

5. In October 2017, Stillwater Sciences performed a topographic survey of all

areas to be addressed during reclamation plan activities and incorporated

those update into the previously collected topographic data.

6. Benchmark:  At Sunol in R1E, T 44 48 along the Southern Pacific company

railroad about 2 rails north-east of the crossing of Kilkare Road, at

wooden bridge, 35.65'  over Sinbad Creek in the top of the south-east end

of the south-west  concrete abutment, 37.5'south-east of the south-east

rail of the  main track and about 1' lower than the track.  Elevation

260.872.  Approximately one mile.

7. Remove all stockpiles, equipment, structures (except those noted on the

drawing to remain for agricultural zoning purposes) and miscellaneous

piping.

8. The site is zoned Agriculture and the proposed end use Open

Space/Agricultural



 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

APPENDIX D 
RECLAMATION GRADING PLANS  
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NOTE:

FIELD CONDITIONS MAY VARY AND ALTERNATIVE BMP'S MAY BE REQUIRED.

THIS PLAN SHALL BE MODIFIED BY THE CONTRACTOR/EROSION CONTROL

SPECIALIST (QUALIFIED SWPPP DEVELOPER OR PRACTITIONER) TO ACCOUNT

FOR ACTUAL FIELD CONDITIONS.

THIS EROSION CONTROL PLAN HAS BEEN PREPARED TO MEET THE MINIMUM

STANDARDS.  IT REQUIRES A PROJECT SWPPP BE PREPARED BY A QUALIFIED

SWPPP DEVELOPER (QSD), WHO WILL ASSUME RESPONSIBILITY FOR PROJECT

COMPLIANCE WITH THE STATE GENERAL CONSTRUCTION PERMIT AND WHOSE

RECOMMENDATIONS WILL SUPERCEDE THIS PLAN ACCORDINGLY.

ALL DISTURBED AREAS SURROUNDING GRADING OPERATIONS SHALL BE

STABILIZED WITH HYDROSEED AND WATTLES.
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GENERAL EROSION CONTROL NOTES:

1. OWNER: SRDC, INC.

1265 MONTECITO AVENUE, SUITE 200

MOUNTAIN VIEW, CA 94043

CONTACT: TOM BYLUND

PHONE: (650) 961-2742

IT SHALL BE THE OWNER'S RESPONSIBILITY TO MAINTAIN CONTROL

OF THE ENTIRE CONSTRUCTION OPERATION AND TO KEEP THE ENTIRE

SITE IN COMPLIANCE WITH SOIL EROSION CONTROL PLAN / SWPPP.

2. DESIGN ENGINEER: BERLOGAR STEVENS & ASSOCIATES

5587 SUNOL BOULEVARD

PLEASANTON, CA 94566

CONTACT: FRANK BERLOGAR

PHONE: (925) 484-0220

3. CONSTRUCTION SUPERINTENDENT:

CONTRACTOR:

4. THIS EROSION CONTROL PLAN IS INTENDED TO BE USED FOR INTERIM EROSION AND

SEDIMENT CONTROL ONLY AND IS NOT TO BE USED FOR FINAL ELEVATIONS OR

PERMANENT IMPROVEMENTS.

5. OWNER/CONTRACTOR SHALL BE RESPONSIBLE FOR MONITORING EROSION AND SEDIMENT

CONTROL MEASURES PRIOR, DURING, AND AFTER STORM  EVENTS.

6. REASONABLE CARE SHALL BE TAKEN WHEN HAULING ANY EARTH, SAND, GRAVEL, STONE,

DEBRIS, PAPER, OR ANY OTHER SUBSTANCE OVER ANY PUBLIC STREET, ALLEY OR OTHER

PUBLIC PLACE. SHOULD ANY BLOW, SPILL, OR TRACK OVER AND UPON SAID PUBLIC OR

ADJACENT PRIVATE PROPERTY, IMMEDIATE REMEDY SHALL OCCUR.

7. SANITARY FACILITIES SHALL BE MAINTAINED ON THE SITE.

8. DURING THE RAINY SEASON, ALL PAVED AREAS SHALL BE KEPT CLEAR OF EARTH MATERIAL

AND DEBRIS. THE SITE SHALL BE MAINTAINED SO AS TO MINIMIZE SEDIMENT LADEN RUNOFF

TO ANY STORM DRAINAGE SYSTEM, INCLUDING EXISTING DRAINAGE SWALES AND WATER

COURSES.

9. CONSTRUCTION OPERATIONS SHALL BE CARRIED OUT IN SUCH A MANNER THAT EROSION

AND WATER POLLUTION WILL BE MINIMIZED. STATE AND LOCAL LAWS CONCERNING

POLLUTION ABATEMENT SHALL BE COMPLIED WITH.

10. CONTRACTOR SHALL PROVIDE DUST CONTROL AS REQUIRED BY THE APPROPRIATE

FEDERAL, STATE, AND LOCAL AGENCY REQUIREMENTS.

11. MAINTENANCE IS TO BE PERFORMED AS FOLLOWS:

A. REPAIR DAMAGES CAUSED BY SOIL EROSION OR CONSTRUCTION AT THE END OF 

EACH WORKING DAY.

B. SWALES SHALL BE INSPECTED PERIODICALLY AND MAINTAINED AS REQUIRED.

C. STRAW ROLLS, BERMS AND SWALES ARE TO BE INSPECTED AFTER EACH STORM 

AND REPAIRS MADE AS NEEDED.

12. INLETS NOT USED IN CONJUNCTION WITH EROSION CONTROL TO BE SEALED.

13. CHANGES TO THIS PLAN SHALL BE MADE TO MEET FIELD CONDITIONS ONLY WITH THE

APPROVAL OF OR AT THE DIRECTION OF THE COUNTY ENGINEER. THE PLAN WILL NEED TO

BE REVIEWED ON YEARLY BASES AND UPDATED TO MATCH THE CURRENT FIELD

CONDITIONS.

14. AREAS DISTURBED DUE TO GRADING AND/OR CONSTRUCTION ACTIVITIES SHALL BE

COVERED WITH BLOWN STRAW AND TACKIFIER ONCE THE WORK IS COMPLETED.

TEMPORARY
TREE

PROTECTION
FENCING

TREE PROTECTION NOTES

1. CURRENT STANDARD DETAIL AT COUNTY ENGINEERING DIVISION SHALL PREVAIL.

2. TREE PROTECTION MEASURES MUST BE IN PLACE BEFORE CONSTRUCTION, DEMOLITION AND/OR

GRADING ACTIVITIES COMMENCE. CITY WILL STOP CONSTRUCTION IF TREE PROTECTION MEASURES ARE

NOT IN PLACE AND MAINTAINED THROUGHOUT THE CONSTRUCTION PERIOD.

3. TREES CALLED OUT FOR PRESERVATION SHALL BE FENCED AT THE DRIPLINE. FENCING MAY OCCUR AT

THE COMBINED DRIPLINES OF GROVES OF TREES. PLACE 4-6 INCH BARK MULCH BENEATH DRIPLINES OF

TREES TO BE PRESERVED. KEEP BARK 2-3 FEET FROM TREE TRUNK.

4. FENCING SHALL BE 6 FEET TALL CHAIN LINK FENCING WITH STEEL POSTS EMBEDDED IN THE GROUND.

5. NO GRADING SHALL OCCUR WITHIN THE DRIPLINES/FENCED AREA OF EXISTING TREES.

6. NO CONSTRUCTION MATERIALS OR CONSTRUCTION VEHICLES MAY BE STORED WITHIN THE DRIPLINES /

FENCED AREA OF EXISTING TREES.

7. CONSTRUCTION VEHICLES OR MACHINERY MAY NOT PASS BETWEEN TWO OR MORE EXISTING TREES

IDENTIFIED FOR PRESERVATION IF THEIR CANOPIES ARE WITHIN 10 FEET OF TOUCHING. ADDITIONAL

FENCING MAY BE REQUIRED BY THE COUNTY AS NEEDED.

8. THE CONTRACTOR IS REQUIRED TO HAVE AN ARBORIST CERTIFIED BY THE INTERNATIONAL SOCIETY OF

ARBORICULTURE (ISA), APPROVED BY THE COUNTY, ON SITE IF SITE CONSTRUCTION EFFORTS REQUIRE

REMOVAL OF EXISTING ROOTS OR BRANCH PRUNING. ROOTS APPROVED FOR CUTTING MUST BE CUT

CLEANLY WITH A SAW. RIPPING OR SHREDDING ROOTS SUBJECT TO FINE/PENALTY.

9. UNAUTHORIZED TREE REMOVAL IS SUBJECT TO REPLACEMENT EQUAL TO THE APPRAISED VALUE OF THE

TREE LOST PER __________.

10. THE CONTRACTOR IS REQUIRED TO WATER, FERTILIZE AND ATTEND TO OTHER MAINTENANCE NEEDS OF

EXISTING TREES TO MAINTAIN HEALTHY GROWTH THROUGHOUT THE CONSTRUCTION PERIOD. AN EARTH

BERM MEASURING MINIMUM 6 FEET IN DIAMETER, AND 6 INCHES IN HEIGHT SHALL BE CONSTRUCTED AT

THE BASE OF EACH TREE TO FUNCTION AS A TEMPORARY WATERING BASIN DURING THE CONSTRUCTION

PERIOD. TREES SHALL BE WATERED ACCORDING TO WEATHER AND TREE SPECIES REQUIREMENTS.
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